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REV. ECN NO. DATE SIGN DESCRIPTION

B LE31670033 2016-06-14 Tom_Gu Change Part No. of Half Finished

ITEM NAME Description Spec QTY

1 CC-02AFMM-QL8W0P MIDDLE CABLE X-LOK 2PIN F CONN M PIN1

2 WCA00011181 CABLE SJTW,PVC,UV12#*2C+F,OD10.70,BK1

Pin Out

Conn.

1

2

Wire Color

Black

White

黑
白

Pin Assignments
Front View

CC-02AFMM-QL8EXX

XX:01~99Meters
01:01Meter
02:02Meters
  :
  :
99:99Meters

Note:
*   Important Dimension To Check.
* Working Voltage Rating:  300V AC
* Working Current Rating: Max. 20A
* Waterproof Rate: IP68.(Mated)
  in 1 meter water within 24 hours
* Connector: Nylon+GF,Black.
* Male Pin: Copper Alloy, Glod Plated.
* Lock Nut: Nylon+GF, Black.
* Cable: SJTW 12WG*2C, Black,
  PVC Jacket, OD=10.7mm.
* Cable Length Tolerance:01M:±40mm
                         02M~05M:±60mm
                         06M~10M:±100mm
                         11M~30M:±200mm
                         31M~99M:±500mm
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Color: Black
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